Kodak EasyShare Z981
IDR 3.800.000

Standard features
Sensor type
1 / 2.33 type
Effective pixels
14 MP (4368 × 3256)
Lens
26–676 mm (35 mm equiv.) f/2.8–5.0 SCHNEIDER-KREUZNACH VARIOGON optical zoom lens
Zoom
26X optical, 5X digital, total zoom range 130X
Image stabilizer
optical
Shutter speed
auto, 16-1/2000 sec. (S/M modes)
Viewfinder
high-resolution (230K pixels) electronic, 100% field of view
Display
3.0 in. (approx. 230K dots), Smart Display, 2 level brightness adjustments
Storage
64 MB internal memory[1]available, SDHC/SD card expansion slot
Auto focus
Focus Type
TTL imager AF system
Modes
normal, macro, super macro, infinity, manual
Focus range
· normal: 0.7 m (wide)/2.5 m (tele)–infinity
· macro: 0.1–1.0 m (wide)/1.7–3.0 m (tele)
· super macro: 0.01–0.3 m (f=52 mm, 35 mm equiv.)
Auto focus control
single, continuous
Auto focus zones
TTL multi-zone, center zone AF, selectable zone AF (25 zones)
Face Recognition
yes
Face Detection
yes
Face-priority AF
yes
AF (Auto Focus) assist light
yes
Exposure control
ISO sensitivity
auto, 64, 100, 200, 400, 800, 1600, 3200, 6400[2]
Metering modes
multi-pattern, center-weighted, spot
Compensation
±2.0 EV with 1/3 EV steps
Bracketing
±1.0 EV with 1/3 EV steps, 3 images
White balance
auto, daylight, tungsten, fluorescent, open shade
Flash
Range
· 6.2 m (@ wide, ISO 400)
· 3.5 m (@ tele, ISO 400)
Modes
auto, red-eye reduction, fill, off
Compensation
±1.0 EV in 1/3 steps
Shooting specifications
Drive modes
single shot, burst (0.9 fps up to 3 frames), high-speed burst, self-timer (10 sec.), delay shutter (2 sec.), 2-shot self-timer
Shooting modes
Smart Capture, sport, portrait, P (programmed AE), A (aperture priority AE), S (shutter priority AE), M (manual exposure), portrait, panorama (left–right, right–left), video, SCN (scene modes)
Scene modes
high ISO, night portrait, landscape, night landscape, flower, sunset, backlight, candlelight, manner/museum, text, beach, snow, fireworks, children, self-portrait, stage
